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AND SERI L O

GEOLOGICAL SURVEY U-23154
APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.IFINDIAN,ALLOTTEEOBTBIBEN

1a. TYPE or WORK

DRILL DEEPENO PLUGBACK O 7. UNIT AGREEMENT NAME

b. TYPEOFWELL RC Unit°w'AsU u"LL OTHER
LNNGLE MUNLTH LE

2.NAxmororzaATon TenneCO RC Unit
Tenneco Oil Company Û. WELI. NO.

3. ADDBESS OF OPERATOB

P.O. Box °3249, Englewood, CO 80155 10. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*) Wil dcat
30' , 1650' FEL 11. eD

SB T R ABE

At proposed prod, zone

Same as above Sec. 29, T37S, R23E
14. DISTANCE IN MILES AND DIRECTION FROM NEABEST TOWN OB POST OFFICE* 12. COUNTY OB PARaSB 13. STAT

Approximately 6 1/2 miles SE of Blanding, Utah San Juan Utah
10. DISTANCE FBOM PROPOSED* 16. NO. OF ACBES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT- 30' 1,866 80(Also to nearest drig. unit ilme, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DP 2Û. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE· "· 6468' Rotary

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

5685' GR 12/1/83
23 PROPOSED CASING AND CEMENTING PROGRAM

SI2E OF HOLE SIZE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITY OF CEMENT

17-1/2" 13-3/8" 54.5# 1 775 Circulate to surface
11" 8-5/8" 24# Ì 2350' Circulate to surface
8-3/4" 5-1/2" 17# + 6468' Circulate to cover all possible

productive zones

The gas is dedicated.
See attached.
Tenneco respectfully requests this well to be placed on a confidential status.

CONFllENTIAL
DVSIONOF

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM þro lyg back, give data on present productive zone and proposed new productive
zone. If proposal is to drill or deepen directionilly, give pertinent data on subsurface locations and Ineasured and true vertical depths. Give blowout

SIG ED TITi., ŸPOduction Analyst nar. 11/21/83
(This space for Federal or State ofBee use)

PERMIT N APPROV41 DATir

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY



MMPANY TENNECO OIL COMPANY

LEAsa TENNRCO80 I)NIT weet no. 29-?
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SCALE-4 INCHES EQUALS 1 MILE

THis IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM

FIEL NOTE OF ACTUAL SURVEYS IAADE SY ME UNDER MY SUPER.

VISION AND THAT TNE SAME ARE TRUE AND CORRECT TO THE
BEST OF MY KNOWLEDCE AND BEUEF.'. . . '. ( ,

SEAL: • R 1
.

ed Land 5 yor.--

\\ k 950 .

FARMINOTON, N.



r-
A (Optional)

R PIPE RAMS -- ------ ---......

prions/ PIPE RAMS

Arrangement Rd
R BLIND RAMS BLINO RAMS

a.. - -- .... .... .... ... - J 2° 3"

Check Gote or Gate or
Kill line from inud pumP wolve ball boli volve

volve
.I

/ Šne betwe¢n ws// ondn°i ---" foke manifold 10 he wt/W¢d
and flanged connections.

I Adjustobfe Choke
To Octive mud pits.

' I
/

2" Gote or boli volve
2" Gate or boll volve

3" 3" | To flere pit

From weit 2° 6efe or botl volve

To flore pii.
Adjustoble Choke CHOKE MANIFOLD

All equipment to be 5,000 psi working pressure except es noted.
Rd Double rom type preventer with two sets of roms.
A Single rom type preventer with one set of roms.
S Drilling spoot with side outlet connections for choke end kill lines.
A Annuler type blowout preventer (Opt.iCnal)

ARRANGEMENT B

TENNECO OIL COMPANY
ROCKY MOUNTAIN DIVISION

- REQUIRED MINIMUM
BLOWOUT PREVENTER AND

CHOKE MANIFOLD ,

J. MAGILL 10-25-70



Doc. 1537N
TENNECO OIL COMPANY

UESTERN ROCKY MOUNTAIN DIVISION -

6062 SOUTH VILtm DRIVE
EMGLEMOOD, COLORADO 80155

DRILLING PROCEDURE

DATE: November 10, 1983

LEASE: Tenneco R. C. Unit VELL NO. : 2 Ÿ-g
IDCATION: 30 ' PSL 1650 ' FEL PIELD: Vildca t

Sec. 29, T37S, R23E
San Juan County, Utah

ELEVATION 5,685' G.L.
5,698' K.B.

TorAL DEPTH: 6 , 468 '

PRO3ECTED HORIZON: Akah

SUBMITTED BY: Tom Dunning DATE 11/10/83

APPRØVED BY: DATE - /ç -- Ñ
CC: Administration

CRJ Uell File
Field



ESTIMATED PORMATIOM TOPS

Dakota Sand SURFACE .

Morrison Shale 140'

Entrada Sand 1048' (Mater)

Navajo Sand 1248' (water)

Kayenta Shale 1748' (Mater)

Wingate Sand 1898' (water)

Chinle shale 2258'

Shinarump Sand 2863'

Organ Rock Shale 3233'

Cedar Mesa Sand 3770'

Hermosa Lime 5080'

Ismay 6086' (oil and Gas)

Lower Ismay 6240'

Desert Creek 6339' (Oil and Gas)

Akah 6440'

T.D. 6468'

No abnormal pressures, temperatures or presence of H2S is
anticipated on this



ÐRILLING, CASING AND CEMENT PROGRAN

1. MIRURT. .

2. Set 225' of 13-3/8" casing to be used as surface string. Cement
with sufficient volume to circulate cement to the surface.

3. Nipple up 12" casing flange, hydrill, and choke manifold. Pressure
. test hydrill, manifold, etc to 1000 psi Eor 15 minutes.

4. Drill 11" hole to 2350' or 80' into the Chinle shale Pormation.

5. Log well as per Exploration Department recommendations.

6. Run 8-5/8" 249, K-55, ST&C casing to T.D. Cement with sufficient
volume to circulate cement to surface.

7. NOC. Nipple up 10" casing head, BOP's and choke manifold. Pressure
test BOP's, manifold, etc to 3000 psi for 15 minutes. Drill out
float collar and shoe.

8. Drill 8-3/4" hole to T.D. Core and DST as shows warrant.

9. Log well as per Exploration Department recomoendations.

10. 16 well is productive, run 5-1/2" 179, K-55, ST&C casing to T.D.
Cement with sufficient volume to cover all possible productive zones.

11. If the well is non-productive, P & A as per Regulatory Agency
specifications.

CASING PROGRAN

SURFACE: 0-225' 225' 13 3/8", 54.58, K-55, ST&c

INTERMEDIATE: 0-2350° 2350' 8 5/8", 24#, K-55, ST&C

PRODUCTION: 0-6468' 6468' 5 1/2", 179, K-55,



MUD PROGRAN

0-225' Spud and.

225'-2350' Fresh water. Mud sweeps as needed to clean hole.

2350'-5800' Fresh water. Mud sweeps as needed to clean hole.

5800'-6486' LSND

EVALUATION

Cores and DST's: One 60' core in the Upper Ismay, one 30' core in the
Desert Creek.

One DST in the Ismay: one in Desert Creek as shows
warrant.

Deviation surveys
0-225' Every 100' unless hole conditions prohibit running the

surveys. Maximum deviation at T.D. = 1 .

225'-2350' Every 500' or on trips. Maximum deviation 1 per
100' or 3© at T.D

2350'-6486' Every 500' or on trips. Maximum deviation 1 per
100' or 60 at T.D.

Sa-ples:

One full bag every thirty feet from surface to 4300'.
One full bag every ten feet from 4300' to T.D.

Loqs:

Intermediate Mole: GR-BHC-CAL: DIL-GR-CAL

Production Role: GR-BHC-CAL:DLL-MSFL-GR-CAL: CNL-LOT-GR-CAL
(4300'-T.D.): HDT (4485'-T.D.)

BlßMOUT EÇUIPMENT

1. Double ram hydraulic with pipe and blind rams operated by an
accumulator.

2. Preventors must be checked for operation every 24 hours. This check
must be recorded on the IADC Drilling Report



REPORTS

Drilling Reports for the past 24 hours will include depth, footage,_ time
distribution, activity breakdown, and properties, bit record, bottom hole
assembly, daily and cumulative mud cost, deviation surveys, and other
pertinent information to be called into Division Office by 7:30 AN Monday
thru Friday.

. TENNECO OIL COMPANY
P.O. Box 3249

EMGLEWOOD, COLORADO 80155
PHONE: 303-740-4800

OFFICE DIRECTORY

Charles R. Jenkins 740-2575
Ted McAdam 740-2576
Tom Dunning 740-4813

In case of emergency or after hours call the following in the preferred
order.

(1) Tom Dunning 740-4813 office
Project Drilling Engineer 797-2154 Home

(2) Ted McAdam 740-2576 office
Drilling Engineering Supervisor 978-0724 Home

(3) Charles R. Jenkins 740-2575 Office
Ðivision Drilling Engineer 987-2290 Home

(4) Harry Hufft 771-5257 Home
Division Production



Multi Point Surface Use Plan for: Tenneco RC Unit 29-2

I. EXISTING ROADS

A. Proposed Well Site Location: See Exhibits 1, 2, & 3

B. Planned Access Route: There will be + 1600 feet of new access road.
See Exhibit #2, total disturbed width will be 20'. No surfacing

. material will be used. All grades are less than 5%. One culvert may
be needed at approximately 800' point. This will be placed upon the
direction of BLM. The road will be upgraded to a class 3 standard
after completion.

C. Access Road Labelled: See Exhibit 2

D. The existing roads are shown on Exhibit 2.
San Juan County road department (801-587-2231 Ext. 43) will be
contacted before roads are used.

E. Existing Road Maintenance or Improvement: Existing dirt road will be
maintained to surface management agency standards Class 3 i.e.;
crowned and ditched or dipped from existing county road to the
location prior to use for moving the drill rig on site.

II. PLANNEDACCESSROUTE

A. Route Location: See I B above and Exhibit 2.
The proposed new access route was selected to provide the shortest
distance to the well site with safe and acceptable grades from the
main connector road. Temporary access per surface management agency
requirements will be built initially. If the well is a producer, the
temporary road will be improved as follows;

1. Width: The average dirt width will be 30 feet. The average
traveled surface width will be 20 feet. Road construction will
be in accordance with the surface management agency BLM
standards.

2. Maximum Grades: Grades will be kept to a minimum using all
available engineering techniques. We will construct safe and
passable grades that use existing topographic and surface
geologic conditions. Maximum grade of new access will be less
than 5%.

3. Turnouts: Not required



4. Ditching, crowning and drainage design: Prior to construction
of the new access road, the surface vegetation and topsoil will
be windrowed to each side of the alignment outside construction
limits. The subgrade surface will be minimum elevation of one
foot above ditch grade. The road surface will be center crowned
and the inslopes will have a maximum slope of 3:1. fill slopes
will be a maximumof 2:1. Water bars and/or water dips will be
placed per BLM requirements. Tenneco will contact the San Juan

. Resource Area Manager at least 48 hours prior to commencing
construction of access road and well pad.

5. Construction activit.y will cease when soils of road and well pad
surface become saturated to a depth of 3 (three) inches or more
unless otherwise approved by San Juan Resource Area Manager.
During the summer and periods of dry weather, dust will be
abated using water or other Resource Manager approved method.

6. Culverts Use, major cuts and fills: Culverts needed are shown
on Exhibit 3.

Maximum cut: Cuts will be minimal due to existing topography

Maximum fill: Fills will be minimal due to the existing
topography.

7. Surfacing Material: The proposed new access road will be
constructed using native materials.

8. Gates, Cattleguards, Fence Cuts:

Gates: N/A

Cattleguards: N/A

Fence cuts: N/A

9. New portion of access road will be center staked. The access road
will be built along line flagged for pre drill inspection.

III. LOCATIONOF EXISTING WELLS

The proposed well is a wildcat well.Wearby existing wells.

A. Water Wells: N/A
B. Abandoned Wells: N/A
C. Temporarily Abandoned Wells: N/A
D. Disposal Wells: N/A



E. Producing Wells: N/A
F. Shut-in Wells: N/A
G. Injection Wells: N/A
H. Monitoring or observation Wells: N/A

IV. LOCATIONOF EXISTING AND/0R PROPOSEDFACILITIES ANDCONSTRUCTIONMETHOD,5

A. Existing facilities owned or controlled by Lessee/Operator within one
mile:

1. Tank batteries: N/A
2. Production facilities: N/A
3. Oil gathering lines: N/A
4. Gas gathering lines: N/A
5. Injection lines: N/A
6. Disposal lines: N/A

B. New facilities in the event of production:

1. New facilities may consist of a well head, storage tank,
production unit, meter house, all of which would remain within
the disturbed area.

2. All permanent facilities, will be painted brown to blend in with
surrounding environment·

C. Construction Methods

1. Refer to Exhibit 3 for pad topography and cross sections.

2. The location and proposed access road will be cleared prior to
any construction. All sage will be disposed of by Tenneco. If
any burning is done, Tenneco will obtain a state burning permit
and notify the San Juan County Health Department 24 hours in
advance. Any stump left in place will be cut to a height not to
exceed 12 inches. All slash less than four inches in diameter
will be chipped and scattered outside of cleared area. All
material four inches or greater diameter will be removed.
Tenneco will provide the dirt contractor with a copy of the
surface use plan prior to any surface disturbance.

3. Tenneco will immediately notify the San Juan Resource Area
Manager of any and all cultural/historical resources discovered
as a result of operations under this permit. All activities
will be suspended in the area of any such object found and leave
such discoveries intact until told to proceed by San Juan
Resource Area Manager. Notice to proceed will be based upon
evaluation of the cultural significance of the object.
Evaluation of such object will be conducted by a qualified
professional selected by San Juan Resource Area Manager from a

-3-



federal agency where possible and practical. When not
practical, Tenneco will follow the mitigation requirements set
forth by the San Juan Resource Area Manager concerning
protection, preservation or disposition of any sites or material
discovered. In those situations where the San Juan Resource
Area Manager determines that data recovery and/or salvage
excavations are necessary, Tenneco will bear the cost of such
data recovery and/or salvage operations.

• 4. Land ownership: The planned site lies on Federal surface.

: The planned access road lies on Federal surface

5. Construction of pad will be conducted as follows: Topsoil will
be stripped to a depth of 12 inches. Topsoil will then be
stockpiled on the west & south sides of the location and
identified in some manner to avoid accidental waste or improper
usage. Pits will be constructed with soil materials native to
site. Construction methods will be employed to assure that no
drainage flows are impounded and to prevent the loss of any
hydrocarbon from site. This will be done in a manner to
facilitate rapid recovery and clean-up operations.

6. Protective measures for wildlife and livestock:
Pits will be fenced on 3 (three) sides during drilling and on 4
(four) sides after completion to prevent entry of livestock or
wildlife in the following manner: Four strand barbed wire with
metal post. Pits will also be overhead flagged in the event of
hydrocarbon presence on surface. Fence construction shall be on
cut or undisturbed surface.

D. Plans for re-habilitation of disturbed areas no longer needed for
operation after construction and drilling completed.

1. Upon completion of well, areas required for continued use will
be graded to provide drainage and minimize erosion. Those areas
unnecessary for use will be graded to blend with the surrounding
topography. Topsoil will be replaced on those areas and seeded
according to the surface managing agency's specifications. See
X C. Seeding will be completed after October 1 and before
February 28. See Exhibit 4.

V. LOCATIONANDTYPE OF WATERSUPPLY

A. The water añ11 be obtained from a legal provate source owned by Ivan
Watkins located two miles southwest of Blanding. See Exhibit 2.



B. Water transportation system: Water will be trucked to the location
over existing roads.

C. Water wells: N/A
A temporary use permit for the acquisition of water will be obtained
from the Utah State Engineer's office.

VI. SOURCEOF CONSTRUCTIONMATERIALS

• A. Materials: Construction materials will consist of soil encountered
within the boundaries.

B. Materials Foreign to Site: N/A

C. Refer to Exhibit #2 for access road detail.

VII. A. Cuttings will be contained within the limits of the reserve pit.

B. Drilling fluids will be retained in the reserve pit.

C. Produced fluids: No substantial amount of produced water is
anticipated. The amount of fluid hydrocarbrons that may be produced
while treating will be retained in the reserve pit. Prior to cleanup
operations, the hydrocarbons will be skimmed or removed as the
situation dictates.

D. Sewage: Sanitary facilities will consist of at least one chemical
toilet and after completion of operations, the sewage will be removed
and disposed of by subcontractor and hauled by truck to a sanitary
land-fill.

E. Garbage: The small amount of refuse will be contained in a trash
cage until operations are completed and then will be disposed of at a
legal and environmentally safe location.

F. Clean up of well site: After drilling, the surface of the drill pad
d11 be cleaned and graded to accommodate a completion rig. The

mouse hole and rat hole will be backfilled to prevent injury and
hazard for livestock and personnel. Reserve pit will be fenced until
dry and then will be backfilled using native materials except
topsoil, and contoured to natural terrain.

VIII. ANCILLARYFACILITIES

A. N/A

-5-



IX. WELLSITE LAYOUT

A. Refer to Exhibits
1. Location of pits: 3
2. Rig Orientation: 3 & 5

X. PLANSFOR RESTORATIONOF SURFACE

A. The San Juan Resource Area Manager will be notified at least 48 hours
• prior to commencingreclamation work.

B. Reserve Pit Clean-up: The pit will be fenced on three sides prior to
rig release and maintained until clean-up. Prior to backfill
operations, any hydrocarbon material on pit surface will be removed.
The fluids contained in the pit shall be allowed to evaporate and
then the pit shall be backfilled with soil excavated from the site
(excluding any topsoil removed during construction). The restored
surface of the reserve pit will be contoured to prevent impoundment
of drainage flows. The gradient of the surface will be maintained to
prevent sudden acceleration of drainage flows which could cause
continued erosion of the surface. Following backfill completion,
topsoil removed from the disturbed areas will be replaced in a
uniform layer over surface. The reserve pit will be seeded per the
surface management agency's request. See Exhibit #4.

C. Restoration plans if production is developed: The reserve pit will
be backfilled and restored as described in X B. In addition, those
disturbed areas not required for production facilities will be
contoured to approximate original topography. Tenneco will upgrade
and maintain access roads as necessary to prevent soil erosion and
accommodate year-round traffic. Topsoil will then be placed on those
areas of pad not needed for operations, ripped or disked and seeded,
per the following mix; (See Exhibit #4) to a depth of 12".

Tenneco will use certified seed. Seedbed will be prepared by disking
or ripping following natural contours. Seed will be drilled on
contour at depth no greater than 1/2 inch. In areas that cannot be
drilled, we will broadcast at double the seeding rate and harrow the
seed into the soil. Seeding will be completed after September 1 and
prior to prolonged ground frost. Perennial vegetation will be
established. Tenneco will perform any additional work necessary in
the event of seeding failures.

Following final improvement and surfacing of that portion of new
access road, the topsoil windrowed to each side of the alignment will
be placed on cut slopes.

-6-



D. Restoration plans if no production is developed: The reserve pit
will be backfilled and restored as described in X B. Access road and
location will be restored to approximate the original contours.
During reclamation of site, fill material will be pushed into cuts
and up over backslope. No water trapping depressions will be left.
Topsoil will be distributed evenly over location and seeded according
to the method, manner and type described in X C.

. E. Private surface restoration: N/A

XI. OTHERINFORMATION

A. Surface Description: The topography is gently rolling to flat.
Primary vegetation types are sage and native grasses.

B. Other Surface-Use Activities:
The predominant surface use is grazing.

C. Proximity of Water, Dwelling and Historical Sites: None within one
mile.
1. Water: N/A
2. Occupied Dwellings: N/A
3. Historical Sites: An archaeological reconnaissance has been
performed for this location and access and the report will be on file
with the appropriate area surface management agency.

XII. OPERATOR'SREPRESENTATIVE

Field personnel who can be contacted concerning compliance of this
Surface Use Plan are as follows:

Denise Wilson
P.O. Box 3249
Englewood, CO 80155
(303) 740-2591

XIII. CERTIFICATION

I hereby certif.y that I, or persons under my direct supervision, have
inspected the proposed drill site and access route; that I am familiar
with the conditions as they actually exist; that the statements made in
this plan are, to the best of my knowledge, true and correct; and that
the work associated with the operations proposed herein will be
performed by Tenneco Oil Company and its contractors and sub-contractors
in conformity with this plan and the terms and conditions under which it
is approved.

DATE: November 21, 1983 /4/// //
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4
6. Water bars will be built as follows to control erosion.

Grade Spacino

25 Every 200 feet

2-45 Every 300 feet

4-51 Every 75 feet

5÷ Every 50 feet ..

7. Seed will be broadcast between October 1 and February 28 with the

following prescription. A harrow or similar implement will be

dragged over the area to assure seed cover.

lbs/öcre Jndian ricegrass (Ory2opsis hymenoides)

lbs/acre Curleygrass (Hilaria jamesii)

lbs/acre Crested wheatgrass (Agropyron desertorum)

lbs/acre Western wheatgrass (A_propyron smithii)

lbs/acre Alkali sacaton (Sporobolus airodies)

lbs/acre Sand dropseed (Sporobolus cryptandrus)

bs/acre Fourg saltbush (Atriplex cansescens)

lbs/acre Shadscale (Atriplex confertifolia)

lbs/acre Green ephedra (Ephedra viridis)

lbs/acre Cliffrcse (Cowania mexicana)

lbs/acre Desert bitterbrush (Purshia plandulosa)

lbs/acre Winteriet (Eurotia lanata)

1bs/acre Globemallow (_Epaeralcea e,bicua)

lbs/ocre Wild sunflower (Helianthus annuus)
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RECONCILEWELLNAMEANDIDCATIONON APD AGAINSTSAMEDATAON PLAT MAP.
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IF IN OIL SHALEDESIGNATEDAREA, SPECIAL APPROVALLANGUAGE.

VERIFY LEGALANDSUFFICIENT DRILLING



November 30, 1983

Tenneco 011 company
P. O. Box 3249
Englewood, Colorado 80155

RE: Well No. Tenneco RC Unit 29-2
NWNESec. 29, T. 37S, R. 23E
30' FNL, 1650' PEL
San Juan County, Utah

Gentlaman:

Insofar as this office is concerned, approval to drill the above referred to oil
well is hereby granted in accordance with Section 40-6-11, Utah Code Annotated 1953;
and predicated on Rule A-3, General Rules and Regulations and Rules of Practice and
Procedure. Prior to spudding, a copy of the Utah Division of Water Rights (Phone
No. 801-533-6071) approsal Èor use or purchase of drilling water must be submitted
to this oÈfice, otherwise this approval is void.

Should you determine that it will be necessary to plug and abandon this well,
you are hereby requested to immediately notify the following:

RONALDJ. FIRTH - Chief Petroleum Engineer
Office: 533-5771
Home: 571-6068

Enclosed please find Porm OGC-8-X, which is to be completed whether or not
water sands (acquifers) are encountered during drilling. Your cooperation in
completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours after
drilling operations comence, and that the drilling contractor and rig number be
identified.

The API number assigned to this well is 43-037-30963.

Sincerely,

Norman C. Stout
Administrative Assistant

NCS/as
cc: Branch of Fluid Minerals
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APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK S. IF INDIAN. AI.EÑTTER Og TRIBM NAME

la. Tyr-OP WORK

DRILLB DEEPENO PLUG BACK O 7 UNW AGHEMENT NAME

b. TTPSOPWELI. RC Unit
OIL OAS s!NOLE MULTIPLE 8. rann om Laass Maus
WELL WELL gynam zoNE EONE

2, MAME OF OPERATO. USA
(303) 278-7030 0. WELI. NO.Coors Energy Company

3. ADDRESS OF OPERATOR 29-2
PO Box 467, Golden, Colorado 80402 10. FINI.D AND FOOI., Om WH.DCAT

4.
A

sur!ONœor wmLI. (Report location clearly and in accordance with any State requirements.•) Wildcat
11. BEC., T., E., M. OR BLE.

30'FSL, 1650'FEL ^" """°¯ '
At proposed prod. zone

same Sec. 29, T378-R23E
14. DISTANCE IN MILES AWD DIRECTION FROM NEAREST TOWN OR PORT OFF3CE' 12. COUNTY OR PABlaH 13. BTATE

Aoproximatelv 6½ mi1es solitheast of R1ancHn Ut·sh San Juan | Utah
lo, DisTANCE PROM PROFUSED* 16. No. ACBEs IN LEAsa 17. NO. OF ACRES ABBIONED

84)CATION TO MEAREST TO THIS WEI.E.
PROPERTT 08 LEASE LINE. FT. A i 1 Orr on
(Also te nearest drig. unit line, it any) U 1,000 OU

18. D18TANCE FROM PROPO-ED LOCATION* 19. PROFOBED DEPTH 20. ROTART OR CABLE TOOI.-
TO NEAREST WELL, DRILLIWO, COMPLETED,
.. arru......•« 2... asa... rr. 6468 ' rotary

21. ELETATSONs (Show whether DFrRT. CR, etc.) 22. Arraoz. mars wORE W3LE. BTART*

5685'GL 2/20/84
23. PROPOSED CASING AND CEMENTING PROGRAM

SIER OP ROLE 8528 OF CABING WEIGHT PER POOT BETTING DEPTH QUANTITTOF CEMENT

17-1/2" 13-3/8" 54.5# ??5' Cirmilare to mirfaço
11" 8-5/8" 24 0‡ 7350' rirmilare to surfaco

7-7/8" 5-1/2" 17.0# 6468' Circulate to cover all possible
production zones

The gas is dedicated.
See attached.

Coors Energy Company respectfully requests this well to be placed on a confidential
status .

CONFIDBWTIFIL

DIVISIONOF
IN Anova arAcs osacasas raoroazo PaoonAM: If pr •i glye data on present productive some and proposed new productive
zone. It proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout
preventer program, if a

,,,,,, . , V.P. Oil/Gas Operations . .
R. L. Martin '

(This space for Federal or State omce use)

PERMIT No,

APPROVED ST TITI r
DISTRICTMANAGER 0 8 FES 1984

CONDIT30NS OW AFFROVAt., IF ANT :

F BING R N ING F

NTL A-A

C ND NS OF APPROVAL*SSKAWhíbnReverse sad.
REC'D.MDOFEB0 8



TENNECO OIL COMPANY
.

LEASE TENNECO RÇ UNIT WELL NO.

SE, 29 y 37S 23E .

SAN JUAN COUNTY, UTAH

LOCATION JO'FNL 1690'FEL

ELEVATION $689ungraded ground

1650'

I
I -

Dec.
I

29 \

N

SCALER INCHES EOUALS 1 MILE

THis 15 TO CERTIFY THAT THE ABOVE PLAT WAS PREPAAED FROM

FIELD NOTE OF ACTUAL SURVEYS MATIE BY ME UNDER MY SUPER-

VISION AND THAT TME SAME ARE TRUE AND CORRECT TO THE
BEST OF MY KNOwLEDCE AND BEUEF. . '.

EURVEYED ..-..........---.---.
...__. 99.

FARMINGTON, N.



Tenneco Oil Company
Well No. 29-2
Sec. 29, T. 37 S., R. 23 E.
San Juan, County
Lease U-23154

Supplemental Stipulations:

Construction:

1. The operator will give the dirt contractor a copy of the Surface Use Plan
and any additional BLMstipulations before any work.

2. Surface disturbance and vehicular travel will be limited to the approved
location and approved access route. Any additional area needed will be
approved in advance.

3. All employees working in the area will be informed b.y the operator that they
are subject to prosecution for disturbing archaeological sites or picking
up artifacts.

Reclamation:

1. The access will be blocked to prevent vehicular access.

Production:

1. Enough topsoil will be kept to reclaim the remainder of the location at
a future date. This remaining stockpile of topsoil will be seeded in place
using the prescribed seed



CONDITIONS OF APPROVALFOR NOTICETO DRILL

Company Tenneco Oil Company Well No. 29-2

Location Sec. 29, T. 37 S., R. 23 E. Lease.No. U-23154

A COPYOF THESE CONDITIONS SHOULDBE FURNISHED YOUR
FIELD REPRESENTATIVETO INSURECOMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full
compliance is made with the applicable laws, regulations (30 CFR 221), and the
approved plan of operations. The operator is considered fully responsible for
the actions of his subcontractors. The following items are emphasized:

1. There shall be no deviation from the proposed drilling and/or workover
program as approved. Safe drilling and operating practices must be ob-
served. All wells, whether drilling producing, suspended, or abandoned
shall be identified in accordance with 30 CFR 221.22. Any changes in
operations must have prior approval of this office. Pressure tests are
'required before drilling out from under all casing strings set and cemented
in place. Blowout preventer controls must be installed prior to drilling
the surface casing plug and will remain in use until the well is completed
or abandoned. Preventers will be inspected and operated at least daily to
insure good mechanical working order, and this inspection recorded on the
daily drilling report. Preventers will be pressure tested before drilling
casing cement plugs. All BOP pressure tests must be recorded on the daily
drilling report.

2. All shows of fresh water and minerals will be reported and protected. A
- sample will be taken of any water flows and furnished this office for

analysis. All oil and gas shows will be adequately tested for commercial
possibilities, reported and protected.

3. No location will be constructed or moved, no well will be plugged, and no
drilling or workover equipment will be removed from a well to be placed in
a suspended status without prior approval of this office. If operations
are to be suspended, prior approval of this office must be obtained and
notification given before resumption of operations.

In the event abandonment of the hole is desired, an oral request may be
granted by this office, but must be timely followed within 15 days with a
"Notice of Intention to Abandon" (Form 9-331). Unless the plugging is to

.. take place immediately upon receipt of oral approval, the District Manager
must be notified at least 48 hours in advance of the plugging of the well

| in order that a representative may witness plugging operation. If a well
I is suspended or abandoned, all pits must be fenced immediately until they

are backfilled. The "Subsequent Report of Abandonment" (Form 9-331) must be
submitted within 15 days after the actual plugging of the well bore, reporting
where the plugs were placed, and the current status of the surface restora-
tion. If surface restoration has not been completed at that time, a follow-
up report on form 9-331 should be filed when all surface restoration has been
completed and the location is considered ready for final inspection.



4. The spud date will be reported orally to the respective District Manager's
office within 48 hours after spudding. If the spudding occurs on a week-
end or holiday, wait until the following regular workday to make this
report.

Periodic drilling progress reports must be filed directly with the District
Manager's office on a frequency and form or method as may be acceptable
to the District Manager.

.
In accordance with NTL-1, this well must be reported on Form 9-329 "Monthly
Report of Operations", starting with the month in which operations commence
and continue each month until the well is physically plugged and abandoned.
This report should be filed, in duplicate, directly with Royalty Management
Accounting Center, Minerals Management Service, P. 0. Box 2859, Casper,
Wyoming 82602.

An.ychange in the program must be approved by the District Manager. "Sun-
dry Notices and Reports on Wells" (form 9-331) must be filed for all
changes of plans and other operations in accordance with 30 CFR 221.58.
Emergency approval may be obtained orally, but such approval does not waive
the written report requirement. Any additional construction, reconstruction,
or alteration of facilities, including roads, gathering lines, batteries,
etc., which will result in the disturbance of new ground will require the
filing of a suitable plan pursuant to NTL-6, and prior approval by the
District Manager.

5. Whether the well is completed as a dry hole or as a producer, "Well Com-
pletion and Recompletion Report and Log" (form 9-330) will be submitted
not later than 15 days after completion of the well or after completion
of operations being performed, in accordance with 30 CFR 221.59. Two
copies of all logs run, core descriptions, core analyses, well-test data,
geologic summaries, sample descriptions, and all other surveys or data
obtained and complied during the drilling, workover, and/or completion
operations, will be filed with form 9-330. Samples (cuttings, fluid,
and/or gas) will be submitted only when requested by this office.

6. Significant surface values (are) (are not) involved at this location.
'Accordingly, you (must) (need not) notif.y at least (24) (48) hours prior

to commencing field operations to allow this office to have personnel present
for consultation during the construction of roads and locations.

Your contact with the District Office is: Robert (Bob) Graff

Office Phone: 801-259-6111 Ext 216 Home Phone:

City: Moab State: Utah

Resource Area Manager's Address and contacts are:

Address: 480 South First West, P,0 80× 7, Monfirello Utah 84535

Your contact is: Briën Wood

Office Phone: 801-587-2201 Home Phone: 801-587-2087



7, SURFACEOPERATING STANDARDS

Unless otherwise specified herein, construction and maintenance of surface
.facilities approved under this plan shall be in accordance with'the guide-
lines set forth in the BLM/FS/GS Oil and Gas Brochure entitle, "Surface
Operating Standards for Oil and Gas Exploration and Development". This
includes but is not limited to such items as road construction and main-
tenance, handling of top soil and rehabilitation.

8. If a replacement rig is contemplated for completion operations, a "Sundry
Notice" to that effect must be filed, for prior approval of the District
Nanager, and all conditions of this approved plan are applicable during.
all operations conducted with the replacement rig.

9. Pursuant to NTL-2B requirements regarding disposal facilities for new wells,
this is authorization for unlined pit disposal of the water produced from
this well for a period of 90 days from the date of initial production for
sales purposes. During this period, an application for approval of the
permanent disposal method, along with the required water analysis and other
information must be submitted for the District Manager's approval. Failure
to timely file an application within the time allowed will be considered
an incident of noncompliance, and will be grounds, for issuing a shut-in
order until the application is submitted.

10. This permit is valid for a period of one year from the date of approval.
If construction does not commence within 90 days from approval, the operator
must contact this office 15 days prior to beginning construction. Construc-
tion under adverse conditions may require additional stipulations. If the
permit terminates, any surface disturbance created under the application
must be rehabilitated in accordance with the approved plan. After termin-
ation, it is required that a new application be filed for approval for any
future operations.

11. If a tank battery is constructed on this lease, it must be surrounded by a
fire wall of sufficient capacity to adequately contain the storage capacity
of the battery.

12. This Application for Permit to Drill is approved subject to the requirement
that, should the well be successfully completed for production, this office
must be notified when it is placed in a producing status. Such notification
will be by telegram or other written communication, and must be received in
this office b.y not later than the first business day next following the date
on which the well is placed on production. The notification shall provide, as

I a minimum, the following informational items:

a. Operator name, address and telephone number.

b. Well name and number.

c. Nell location (1/4, 1/4, Section, Township, Range and Prime Meridian).

d. Date was placed in a producing status.

e. The nature of the well's production, i.e. crude oil, or crude oil
and casinghead gas, or natural gas and entrained liquid hydrocarbons.



f. The OCS, Federal or Indian lease prefix and number on which *

the well is located. Otherwise, the non-Federal or non-Indian
land category, i.e. State or private. a

g. If appropriate, the unit agreement name,- number and participating
area name.

. h. If appropriate, the communitization agreement number.

13.

SUPPLEMENTALSTIPULATIONS OF APPROVAL ATTACHED

I



ADDITIONAlST1PULAT10NS FOR PRODUCTIONFF"ILITIES

Ydur Application for Permit to Drill also included a subinittal for production
facilities. These production facilities are approved for the lessee and his
designated operator under Section 1 of the Oil and Gas Lease with the
following conditions:

(1) The oil and gas measurement facilities must be installed on the
well location. The oil and gas meters will be calibrated in place prior
to any deliveries. Tests for meter accuracy are to be conducted monthly
for the first three months on new meter installations and at least quarterly
thereafter. Please provide this office with a date and time for the initial
meter calibration and all future meter proving schedules. A copy of the
meter calibration reports are to be submitted to the Salt Lake City District
Oil and Gas Supervisor. Royalty payments will be made on all production
volume as determined by the meter measurements or the tank measurements. All
measurement facilities must conform with the API standards for liquid
hydrocarbons and the AGA standard for natural gas measurement.

(2) Gas meter runs for each well will be located within 500 feet
of the wellhead. The gas flowline will be buried from the wellhead to
the meter and 500 feet downstream of the meter run or any production
facilities. Meter runs must be housed and/or fenced.

(3) All disturbed areas not required for operations will be rehabilitated.

(4) All produced liquids must be contained including the dehydrator vent/
condensate line effluent. All production pits must be fenced.

(5) The well activity, the well status and the date the well is placed
on production must be reported on Lessee's Monthly Report of Operations,
Form 9-329.

(6) All off-lease storage, off-lease measurement, or commingling
on lease or off-lease must have written approval.

(7) All product lines entering and leaving hydrocarbon storage
tanks must be locked/sealed.

(8) You are reminded of the requirements for handling, storing, or
disposing of water produced from oil and gas wells under NTL-2B.

(9) All materials, trash, junk, debris, etc. not reouired for
production must be removed from the well site and production facility
site at the completion of these operations.

(10) A copy of the Gas Sales Contract will be provided to this
office and the Royalty Accounting Department as directed.

(11) Construction and maintenance for surface use approved under this
plan should be in accordance with the surface use standards as set forth in
the BLM/GS Oil and Gas Brochure entitled, "Surface Operating Standards for Oil
and Gas Exploration and Development." This includes, but is not limited to,
such items as road construction and maintenance, handling of top soil and
rehabilitation.

(12) "Sundry Notice and Reports on Wells" (form 9-331) will be filed for
all changes of plans and other operations in accordance with 30 CFR 221.58.
Emergency approval may be obtained verbally, but such approval does not waive
the written report requirement. Any additional construction, reconstruction,
or alternations of facil.ities, including roads, gathering lines, batteries,
measurement facilities, etc., will require the filing of a suitable plan and
prior approval by the



ENERGY COMPANY
P.O.BOX 467 GOLDEN, COLORADO 80401

February 16, 1984

State of Utah
Division of Oil, Gas & Mining
4241 State Office Bldg· DIVISIONOFSalt Lake City, Utah 84114 r GAS& MINING
Attn: Arlene

Dear Arlene:

Attached please find a copy of the approved State APD and the Designation
of Agent for the follæing well:

USA RC Unit 29-2
Section 29, T37S-R23E
San Juan County, Utah

Let us know if you find that you have any further questions regarding this
Application. Thank you.

V tudy your

R. L. Martin
Vice President
Oil & Gas Operations

RIM:kr

Attachments

Express



DESIGNATIONOF AGENT

Chief, Branch of Fluid Minerals, Oil and Gas Operations:

The undersigned is, on the records of the Bureau of Land Management,
Unit Operator under the R.C. Unit Agreement, San Juan County, Utah, No.
14-08-0001-21206 approved April 26, 1983 and hereby designates:

NAME: Coors Energy Company

ADDRESS: P.O. Box 467
Golden, CO 80401

as its agent, with full authority to act in its behalf in complying with the
terms of the Unit Agreement and regulations applicable thereto and on whomthe
Chief or his representative may serve written or oral instructions in securing
compliance with the Oil and Gas Operating Regulations with respect to drill-
ing, testing and completing unit well No. 29-2, in the NW/4NE/4 Section 29,
Township 37 South, Range 23 East, S.L.M., San Juan County, Utah.

It is understood that this designation of agent does not relieve the
Unit Operator of responsibility for compliance with the terms of the unit
agreement and the Oil and Gas Operating Regulations. It is also understood
that this designation of agent does not constitute an assignment of any
interest under the unit agreement or any lease committed thereto.

In case of default on the part of the designated agent, the Unit
Operator will make full and prompt compliance with all regulations, lease
terms, or orders of the Secretary of the Interior or his representative.

The Unit Operator agrees promptly to notify the oil and gas
supervisor of any change in the designated agent.

This designation of agent is deemed to be temporary and in no manner
a permanent arrangement.

This designation is given only to enable the agent herein designated
to drill the above-specified unit well. Unless sooner terminated, this
designation shall terminate when there is filed in the appropriate district
office of the Bureau of Land Management a completed file of all required
Federal reports pertaining to subject well. It is also understood that this
designation of agent is limited to field operations and does not cover
administrative action requiring specific authorization of the Unit Operator.

TENNECOOIL COMPANY

P.W. Cayce, J ,



Form OGC-lb StÍ""IT IN Titil'I.! \ I I
STATE OF ÜTAH 1 her insirneli••n, on

j rev ry ,i l• )
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 3. LEASE 08810NAT10N aWD stataL 80

U-23154
6. ar INDIAN. ALLOTTER 05 TaiME NAME

SUNDRY NOTKES AND REPORTSON WELLS ----

(Do not use this form for er sals to drill or to deepen or plus het o a different reservoir.
Use "AP CATION FOR PERMIT-' for auch p p s.

1.

ELL waLL oraza

Lu n un

C rs rgy Company (303) 278-70 U
3. ADDamas or oranATom waLI. No.

PO Box 467, Golden, Colorado 80402 g-2
4. LOCATION or war.L (Report location clearly and in accordance with any State requirements.• Ig r *Asa tooL, on wn.ocar

See also space 17 below.)
At surface

30 'FNL, 1650 'FEL, NW/4NE/4 " "flaŸ.x"fiBLX. AND

Sec. 29, T37S-R23E
14. PsaulT No. 18. BLETATroNa (Show wlbetÊteF DF. RT, 08. ta) 12. COUWTT 08 PARIBM 18. sTATE

San Juan ' Utah43-037-30963 5685'GL
1e· CheckAppropnote Box To Indicate Nature of Notice, Report, or Other Data

NOTIC3 OF INTENTION TO: SURSEQU3NT BBPORT 07:

TEST WATER BROT477 FUI.L OR ALTER CA.9tNO WATER 3NUT-orp REPAIRING WELL

FRACTURE TREAT MCLTIPLE COMPLKTE FRACTURE TREATMENT ALTERING .CAalNO

SMOOT OR AC1012Ë ABANDON* SHOUTING 05 ACIDIžiNO ABANDOMMENT*

REFAIR WELL CilANCE PLANR (Ôther) ŸrOgreSs Report
t rinTE : Report results of multiple completion on Well

(Other) ('umpletion or Rrcompletion Report and Log form.)

17. DKarmist rnnvesKD na cumrLETr.D UPERATioNs (Clently state all pertinent detalls. and rive pertinent dates, including estimated date of starting any
proposed work. It w•ll is directionaHy drilled. give subsurface locations and measured and true vertical depths for all markers and zones perti-
nons to this work.) •

2/24/84 Spudded this day at 12:01 mi.dnight.
2/25/84 Ran 6 joints of 13-3/8" casing to 265'KB, ceinented w/315 sks of

Class B cement.
2/26 to
2/27/84 Drilling.
2/28/84 Set 8-5/8" casing at 2335.5'KB, canented w/925 sks of Halliburton

lite plus 200 sks of Class B cenent.
2/29 to
present Drilling.

I¯hereby
certify he foregoing is t and correct

V.P. O/G Operations
SIGNED r ^¾a TITLE DATE

R ' lartin
(This space for Federal or State odice use)

AP""VED BY TITLE DATE
Co..au. 3 OF APPROVAL. IF



FormO -Ib SLB3\lT It tidill \ll

STATE OF UTAH
DEPARTi. .NT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING '^" °'''°"^"On 4No sERIAL NO.

U-23154

SUNDRY NOTIGS AND REPORTSON WELLS
Do not use this form for proposals to drill or to deepen or plug back to a diRerens reservo r.

U.. "APPLICATION FOR PERbtIT-" for aneh proposala.) -- -

1.
OIL GAR

.L oma

C Energy Company (303) 278-7030 US

Po Box 467, Golden, Colo. 80402 29-2
4. LocaT!on or WELL (Report location clearly and in accordance with any State requirementa.• 10. Vist.D AND POOL., OR WILDCAT

See also space 17 below.)
at surtae, Wildcat

11. asc., T., a-. M., 05 BLX. AND

30'FNL, 1650'FEL, NW/4NE/4
ava n on sama

Sec. 29, T37S-R23E

14. PsanitT .90. 18. staTATtone (Show whether er, sT, ca. ete.) 12. coonTT Passas 18. sTArs

43-037-30963 5685'GL San Utah

ze· Check Appropnote Box To Indicate Nature of Notica, Report, or Other Data
.NOTICS OF INT3NTION TO : SUmasqUSWT ASTORT OF Ú

TIET WATsa e-UT-Orr 70LL 05 ALTER cas!NO WATER ENUT< Fr htPAlalNO WELL

FRACTiiBE TREAT MLLTIPLE COMPLETE fxACTURE THEATMENT ALTEstWS CAa3NO

:HooT on acit»Izz I ABANDON* ENOUTINC OR ACIDI21NO ABANDOMMEN

ngrAla wzt.I. cilAnct PLANN (Other)
(tints: Report results of multiple completion on Well

(Other) t'..mpletion or Recompletion Report and Log turm.)
17. DEstaint runroxKn na cuarLETr.D urenaTions (Clearly state mit pertinent derails, and give pertinent dates. Including estimated date of startint Any

proposed work. If well is dirwetionally drilled, give subsuriate locations and measured and true v•rrical depths for all markers and nones pert1.
nons to this work.) •

This well was drilled to a total depth of 5375' on 3/3/84. Surface pipe problems
resulted in fishing jobs for 6 days. On 3/8/84 the decision was made to P&A the
well. Mr. Bob Graff was contacted in Moab, Utah at the BLM and P&A instructions
were obtained. A 90-sack cement plug was set from 2258' to 2126' and a second
cement plug was set from 150' to surface with 40 sacks. A dry hole marker will be
installed after the drilling operations are completed on the Offset well: the USA

RC Unit 29-2X. The 29-2 was P&A'd as of 3/9/84 The rig was skidded 42' to the
south and the RC Unit 29-2X was spudded 3/10/84. (See additional Sundry Notice for

the RC Unit 29-2X for details).

APPROVEDSYTHESTATE
OF UTAH OlVISION OF
OIL, GAS, AND

DATE:
BY:

hereby certify t to going is true and corr tirector, O/G Operations 3/12/84
BIGNED (4 TITLE DATE

(Tbte space for Federal or State Ëmceuse)

AP""^VED BY TITLE DATE
Conau.. 25 OF APPROVAL, IF



Form OGC-3 SUBMIT IN DUPI TE. a El Ð
STATE O JTAH (See other instro as

on reverse side)
DEPARTMENT OF NATURAL RESOURCES ( )

DIVISION OF OIL, GAS, AND MINING T DESIONATION AND BERIAL .

Is. T PE OF WELL: on. cas
WELL WW.I. DET Other 7. UNIT AORSEMENT NAME

k TYPE OF COMPLETION RC Un i t
EL

OWORK U· Fra.
Other

P&A'd S. PABM OR I,SABE NAME

2. NAME OF OPERATOn USA
Coors Energy Company (303) 278-7030 e.•==.I.no.

3. Annazas or orsmATom 29-2
PO Box 467, Golden, Colorado 80402 ao. FIELD AND POOL, OR WILDCAT

4. LOCATION OF W ELL (Report location clearly and in accordance with any ß¢ate requirement.)• Wi ldc a t
at.unae. 30'FNL, 1650'FEL, NW/4NE/4 11.ge .....x.,ORSLOCKANDBURTEY

At top prod. toterval reported below
same Sec. 29, T37S-R23E

At total depth

14. PERMIT NO• DATE lascED 12. COUNTY OR 13. BTATSs ame raan.
43-037-30963 11/30/83 San Juan Utah

15. DATE SPUDDED 10. DATE T.D. REACRED 17. DATE COMPL. (Ñ@Gdy to prod.) 18. ELEVATIONS (DF. RES. BT, OR, ETC.)e 19. ELET. CASINGREAD

7/24/84 I 3/7/84 3/8/84 5685'GL ----

20. T&rAL DEFTH, MD & TTD 21. PLUG, BACK T.D., MD A TVD 22. IW MFLTIPLE COMPL., 23. INTERTALS BOTART 200LB CABLE TOOLS
HOW MANT* DRILLED BT

5375' surface ---- \ 0-5375' ----

24. PRODUCING INTERVAL(S), OF THIS COMFLETION-TOP, BOTTOM, NAME (MD AND TTD)• 25. WAS DIRECTIONAL
SURTET MADE

P&A'd no
26. TTPB ELECTRIC AND OTHER LOGB RUN 24. WAS WELL CORED

None no
28- CASING RECORD (Report all stringe set in sosH)

CASING 8128 WEIGHT. LE./FT. DEPTH SET (MD) HOLE B32x CEMENTING RECOR AMOUNT POLI.BD

13-3/8" 48.00# 265'KB 176" 315 sks.
8-5/8" 24.00# 233b'kB 124" lib sks.

29. LINER RECORD 30. TUBING RECORD

RIZE TOP (ND) BOTTOM (MD) BACES CEMENT* BCREEN (MD) SIZE DEPTR BET (MD) PACEER BET (MD)

Nune

41 maannaamaan..mwenna il.t.....l .... ..A .....L.a 32. ACID, SHOT. FRACTURE, CEMENT SQUEEEE, ETC.

Set plugs as follows: ..rza INTERVAL (MD) AMOUNT AND EIND OF MATERIAL UBED

2258-2126' w/90 sks of cement None

150' to surface w/40 sks.

33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Fl0104Rg, gas lift, pulmping--eige end igpg of punap) WELL STATUS (Prodscing or

----
----

***'") P&A'd
DATE OF TEST HOCES TESTED CHOKE BIZE PROD'N. FOR OI BAL. CAS-MCF. WATER-BBL. GAS-OIL RATIO

TEST PERIOD

FLOW. TURING 75-58. CASING PRESBURE CALCULATED OIL-BBL. GAS-MCF. WATER-BBL. OIL ORATITT-API (CORE.)
24•Hous BATE

- I \ \
34. DISPOSITION or osa (Bold, used for fusi, vented, etc.) TEST WITNESSED ST

35. LIST OF ATTACEMENTE

None
30. I hereby certify e o g information is complete andOcorrectas determined from all available records

*(SeeInstructionsand Spacesfor Additional Data on Revers.
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